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IN THE SPECIFICATION : 

Please amend the specification as follows: 
Pages 37 and 38, 

[103] The video signal processing device further includes a write-in control circuit 5 for 
generating the sampling clocks and the memory write-in control signal on the basis of the 
synchronizing signal from the synchronizing separating circuit 3, a series-to-parallel conversion 
circuit (hereinafter referred to as "S/P conversion circuit") 13 for dividing data from the A/D 
converter 4 into signals of two systems each having a half speed and outputting the signals, 
write-in memories 6a and 6b for storing the data having the half speed on the basis of the control 
signal from the write-in control circuit 5, a parallel-to-series conversion circuit (hereinafter 
referred to as "P/S conversion circuit") 14 for synthesizing the signals (data) of the two systems 
read out from the memories 6a, 6b into a signal of one system having double the speed of the 
signals of the two systems, a read-out control circuit 8 for controlling the memories 6a, 6b, the 
D/A conversion circuit 7, etc. so that its output signal has a predetermined shape, a switching 
circuit ¥t JJ/7 for switching the two outputs of the S/P conversion circuit 13 in accordance with 
the control signal from the MPU 9, a buffer memory 1 5 for receiving the signal of one system of 
the output data of the S/P conversion circuit which is selected by the switching circuit i€ 117 , the 
MPU 9 which is designed to refer to data from the buffer memory 15, a ROM 10 for storing 
programs and data for controlling the MPU 9, a RAM 1 1 for supplying a memory area for the 
processing work of the MPU 9, and a communication terminal 16 for inputting the control signal 
from the external controller 21 into the MPU 9. 
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